
Chassis
Chassis  70” Velocity cab
Seating Capacity 6
Overall Height 10’ 11”
Overall Length 45’ 4”
GVW Rating  78,000 lb
Safety  Side Roll and Frontal Impact Protection
Front Axle  TAK-4® Independent Front Suspension, 24,000 lb
Rear Axle  Meritor RT52-185, 54,000 lb
Engine  Cummins X15, 605 hp, 1,850 lb-ft 
Electrical System Command Zone™ Advanced Electronics System

Pierce Manufacturing Inc, an Oshkosh Corporation Company
2600 American Drive, Appleton, WI 54914

Sold by Emergency Equipment Professionals
Contact your local Pierce dealer for more information

Body
Material Aluminum
Shelving Adjustable, up to 500 lb
Doors Roll-up
Pump Waterous, 2,000 gpm
Tank 300 gallons
Pump Panel Pierce® Control Zone™
 42” pump panel
Generator Harrison 6kW, hydraulic

Aerial Device
Device Ascendant 100’
  Heavy-Duty Tower
Reach  100’ vertical
  93’ horizontal
Tip Load 1,000 lb dry
  500 lb wet
Equipment 150 lb allowance
Flow Rate 2,000 gpm
Stabilizers 1 set, 18’ spread
  4 down-jacks
Platform 4-person

Huntsville Fire & Rescue, AL
Velocity® Ascendant® 100’ Heavy-Duty Aerial Tower




